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1. INTRODUCTION AND RESEARCH OBJECTIVES
Gas turbine development is being impeded by performance losses and
"hot corrosion" of components resulting from the deposition of inorganic
salts (e.g., Na2 SO4 ) and oxides present In the Combustion products. Engine
operating experience and captive engine tests have provided valuable clues
to such phenomena, but smaller-scale laboratory experiments under more pre-
cisely controlled conditions, coupled with necessary advances in deposition
rate theory, will be necessary to obtain an improved understanding of the
mechanisms of deposition on which future control measures can be based.
To guide the requir,^-d theoretical developments, it is essential that
controlled experiments aLe carried out and immediately confronted with the
best available theory; indeed, the experimental design itself should be
carried on in the light of currently available theory. 1,2
 Only in this way
will it be possible to pinpoint the weak spots, and advance the theory in
those areas of greatest practical significance. While data on operating
engines is necessary and suggestive, definitive tests and necessary exten-
sions of the theories outlined above will require laboratory experiments
under well-instrumented, specifically selected conditions. Moreover, new
experimental techniques will have 'to be developed, 3 some of which may be
transferable to engine test conditions or even operational engines (as "on-
line" detectors). In what follows 1.>e briefly indicate the nature and
shortcomings of previously available experiments, and these give a brief
account of experiments mrrently in progress 4-6 em:der NASA Grant NSC 3169.
For further details, the reader is directed to References.
Most previous deposition rate information is the result of lengthy
"batch" experiments in which the mass accumulated after hours of exposure
is determined  by weighing or equivalent chemical or physical analysis.
Particularly relevant examples are the blade cascade experiments of Nomura,
et al . 6 and the NajSO4
 deposition experiments of Kohl and Fryburg, et a1 .4
and Laxton, et al. Two particularly troublesome aspects of such experi-
ments have beers
i) the uncertain state of the free-stream (actual inorganic
content and its detailed physical and/or chemical state);
ii) the test duration required to obtain data of reasonable pre-
cision.
Since these fact ors have limited the yield and hence impact of such experi-
ments, we have moved in the direction of configurations/techniques which
lend themselves to better mainstream characterizatign and short-duration
(on-line) optical mzasurement of deposition rates (and dew points). As
an example we cite below B20 3 (Q) deposition rate data obtained interfero-
metrically^ and ellipsometrically 8 in seeded flame experiments of ca. 15
second duration.
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2. RECENT ADVANCES IN THE OPTICAL MEASUREMENT
OF WALL CONDENSATION RATES
IN COMBUSTION SYS.LEMS
2.1 A2proach307V8
We have already demonstrated that remote optical methods can be used
for measuring dew points, and deposition rates of inorganic salts on sur-
faces exposed to seeded combustion gases. ,
 Such measurements are made either
by recording interference in a reflected beam of monochromatic light,3,7,8
or by measuring the change in polarization upon reflection and passage through
the transparent film (see below). To demonstrate these methods a deliber-
ately simple experimental system is used, in which an electrically heated
platinum ribbon is immersed in seeded flat-flame combustion product gases
(see Figure 1) . To avoid experimental uncertainties involved in ac.cux.ately
providing and measuring steady flow rates of salt solutions into the burner,
boron trichloride, a gas at STP, is used as the seed material in these pre-
liminary experiments. Boric oxide (B 20 3 ) and its vapor precursors are
formed in the flame and the B 20 3 dew point and growth rate were success-
fully measured using a simple reflectance/interference technique
Interestingly enough, in this system it appears that HB0 2 (g) is the dominant
B-containing vapor species responsible for the observed growth, moreover,
the observed dew points can only be explained if (HB0 2 ) 3 (g) does not form
at the vapor/liquid interface.
2.2 Optical Arrangement for Polarization Measurements8o9
A schematic of the optical arrangement used for ellipsometrically
measuring the B203 growth rate on platinum ribbon surfaces, is shown in
Figure 1. A helium-neon laser L (Spectra Physics Model 145P), with an out-
put power level of 2mW, is the source of monochromatic light. To render
the intensity of the light reaching the target approximately independent
of polarizer angle, the beam is first circularly polarized by use of mica,
quarter-wave plate, Cl (12mm aperture, broadband coated, for 0.63281im radia-
tion) placed with its fast axis at the appropriate angle ahead of the laser.
The circularly polarized light is then linearly polarized by use of a Glan-
Thompson prism polarizes P (made of calcite, with an aperture-to-length
ration of 8:25). The linearly polarized light is then elliptically polar-
ized by use of a compensator C2
 (quartz, cemented quarter-wave plate, 14mm
aperture, broadband coated, for 0.6328pm radiation), placed with its fast
axis at 45° to the plane of incidence (resulting in equal amplitudes of the
p and s components of the elliptically polarized beam incident on the sur-
face. 9
 To focus the incident beam onto the target a double convex lens
L1 was placed at a focal length distance from the target. The reflected
beam from the target is then analyzed by use of a Glan-Thompson prism A
(similar to P), placed ahead of the detector D. Two double convex lens
L3 and L4
 are used to focus the beam onto the photocell aperture of the
detector. For high temperature application (>1000K) an interference filter
I, which transmits only 0.6328pm light, was placed ahead of the detector
to prevent light emitted by the target at other wavelengths from reaching
the detector. The detector output is displayed ,on a strip chart recording
potentiometerl o
 A pinhole was placed ahead of the collimating lenses L2
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and L 3 to minimize scattered light from the surface, and parasitic be
from the other optical components, from entering the detector. The quar-
ter wave plates and the Glan-Thompson prisms were obtained from Karl Lam-
brecht Corporation, Chicago, Illinois. The compensator C2 and the polar-
izer/analyzer unites P and A, were mounted on divided circle rotators permit-
ting angular adjustments accurately to 6 min, and 1 min, respectively.
The interference filter, and the lenses L 1 , L2 , L 3 were checked and found
to introduce negligible birefringence. In most cases, an increase in film
thickness by one-half wavelength results in an azimuth change of a full
turn. Under these conditions an angular resolution of 1 min results in
an average resolution in film thickness of about 0.2,x.
2.3 Resul is 8
Ellipsometric results for the inferred deposition rate of boric oxide
as a function of the platinum surface temperature are shown in Figure 2.
The points represent the experimental measurements, and the curve was ob-
tained based on theoretical calculations of the deposition rate of B203
expected under these conditions but matched to the data at 1200K (see ref-
erences 1, 2, 7 for details of the theoretical estimates of multicomponent
chemical vapor deposition rates). The observed agreement lends support
to both the boundary layer transport theory and data reduction procedure.
Measurements of the deposition rate of boric oxide using the interference
method were made previously 3 , 7
 under similar flow conditions. These measure-
ments were also in excellent agreement with the polarization technique re-
sults reported herein, further supporting these new data.
Evaporation rates of boric oxide as a function of the ribbon surface
temperature (rate data which we were unable to obtain previously using the
interference method 7
 have also been obtained. It thus appears that the
polarization (ellipsometric) technique will allow measurements of both rapid
net condensation and evaporation rates thereby opening the door to a more
comprehensive test of multicomponent CVD theory under combustion condi-
tions.
We are presently extending these optical techniques to measure Na2SO4
deposition, hopefully including mist-containing mainstreams. We also plan
to develop a variant of the optical technique (based on light scattering
from a dilute surface layer) to make on-line measurements of solid aero-
sol deposition on cooled and heated targets.
3. ADMINISTRATIVE INFORMATION
A manuscript describing our use of the polarization (ellipsometric)
method to obtain dew points and deposition rates hat been prepared and will
be submitted next month for publication in Combustion and F1ame . 8 We are
also preparing a comprehensive mount of our deposition theory and experi-
ments. for presentation at the 18— International Combustion Symposium10
next summer.
The work described in the present report is primarily the result of
the writer's collaboration with Dr. K. Seshadri, who completed his post-
doctoral research here on 31 August 1979. This research will be continued
and extended by Dr. Y. Ueno, who joined our research group on 1 July 1979.
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During the period 1 October 1979 - 31 December 1979 the writer will be
based at the Quantum Institute - IUCal/Santa Barbara, in part to investigate
the potential of laser induced fluorescence techniques for monitoring chemical
changes in flat flame combustion product gases. In addition, laboraotry visits
have been made to the University of New Hampshire (8/14/79; SiO 2 aerosol pro-
duction in flames), Brigham Young University (9/24/79; pulverized coal combus-
tion research), StaWord University (11/9/79; laser flame diagnostics),'and
U Cal/Berkeley (11/12/79; laser flame diagnostics).
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